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Technical Specifications for 

Nedia KoirMat™ 700 

Nedia KoirMat™ 700 is a woven fabric of high strength coir twine made from well-cleaned, fresh water cured coconut fiber, 
It naturally absorbs and retains water while retaining its integrity and providing an ideal microclimate for the growth of 
vegetation.  
 

E n g lis h  U n its M e tr ic  U n its

M a te r ia l n /a

C o lo r n /a

T h ic k n e s s A S T M  D  5 1 9 9 0 .3 5  in . 9  m m

M a s s  p e r  u n it a re a  (m in ) A S T M  D  5 2 6 1 2 0 .6  o z /s q .yd 7 0 0  g m s /s q . m

W id e  w id th  te n s ile  -                              

D ry  M D  X  C D
A S T M  D  4 5 9 5 1 5 1 2  x  1 0 3 2  lb s /f t 2 2 .0 6  x  1 5 .0 5  k N /m

W id e  w ith  te n s ile  -                                     

W e t M D  X  C D
A S T M  D  4 5 9 5 9 2 4  x  6 8 4  lb s /f t 1 3 .4 8  x  9 .9 7  k N /m

M a x im u m  E lo n g a tio n  -                                  

D ry  M D  X  C D
A S T M  D  4 5 9 5

M a x im u m  E lo n g a tio n  -                            

W e t M D  X  C D
A S T M  D  4 5 9 5

F le x u ra l R ig id ity  (S t if fn e s s ) A S T M  D  1 3 8 8

S lo p e  (  R e c o m m e n d e d 0 O b s e rv e d

W a te r  A b s o rp tio n A S T M  D  1 1 1 7

W a te r  V e lo c ity F lu m e  T e s ts 1 2  f t/s e c 3 .7  m /s e c

S h e a r  S tre s s F lu m e  T e s ts 4 .5  p s f 2 1 5  N /s q . m

"C " F a c to r F lu m e  T e s ts

O p e n  A re a M e a s u re d

F u n c tio n a l L o n g e v ity O b s e rv e d

U V  S ta b ility A S T M  D  4 3 5 5

T yp ic a l V a lu e

P ro p e rty T e s t  M e th o d

W o v e n  m a tt in g  o f c o ir  m a d e  fro m                                                       

h ig h  s tre n g th  c o c o n u t f ib e r

N a tu ra l  /   E a r th  to n e

4 -6  ye a rs

8 0 %   m in  @  5 0 0  h rs

0 .0 0 2

5 0 %

4 0 %  x  3 3 %

6 9 %  x  3 4 %

1 2 8 9 6  x  8 1 3 2  m g -c m

1 4 6 %

> 1 :1

       
      Standard Roll Sizes: 6.56’ x 165’ (2m x 50m) – 120 sy/roll       13.1’ x 83’ (4m x 25m) – 120 sy/roll 

13.1’ x 165’  (4m x 50m) – 240 sy/roll  
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The above information is to the best of our knowledge accurate, but it is not intended to be considered a guarantee. Any implied warranty for a particular use or purpose is excluded. Nedia Enterprises, Inc. will not be liable for 

any type of damage or losses, directly or indirectly for failure of this product. All test results and properties were obtained from independent laboratory testing. If the product does not meet the above properties, and if a written 

notice is given to Nedia Enterprises, Inc., within seven days of delivery date, the product will be replaced or refunded.                                                                                                                                                         130322
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