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Technical Specifications for

Nedia KoirFence™ 1250

Nedia KoirFence™ 1250 is a 100% natural, organic and biodegradable silt fence. Easy to install and economical, it filters

suspended soil particles from run-off water more effectively than most silt fences made from synthetic materials.

Typical Value
Property Test Method
English Units Metric Units
Thickness ASTM D 5199 .38in 1.0cm
Mass per unit area ASTM D 5261 37 oz/sq.yd 1250 gms/sg.m
Wide Widt&girgge Strength ASTM D 4595 2508 x 948 Ibs/ft 36.6 x 13.8 kN/m
Elongation at break ASTM D 4595 32% x 22%
MDxCD
Grab Tensile Strength ASTM D 4632 345 x 107 Ibs 1535 x 475 N
MD X CD
Elongation at peak ASTM D 4632 42% x 22%
MD X CD
TrapeZOId'T\l/ll sxhcegr Strength ASTM D 4533 337 x 115 Ibs 1500 x 512 N
Apparent Opening Size ASTM D 4751 18‘22;’\2 Sstfz‘zdard 0.85 - 1.0 mm
Punture Resistance ASTM D 4833 209 lbs 930 N
Permittivity ASTM D 4491 2.72 sec™
FlEirE, Ry ASTM D 1388 1.76 x 0.60 0z-in 127 x 43 g-cm
(Stiffness)

Standard Roll Size: 3’ x 100’ (0.92m x 30.5m)
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The above information is to the best of our knowledge accurate, but it is not intended to be considered a guarantee. Any implied warranty for a particular use or purpose is excluded. Nedia Enterprises, Inc. will not be liable for
any type of damage or losses, directly or indirectly for failure of this product. All test results and properties were obtained from independent laboratory testing. If the product does not meet the above properties, and if a written
notice is given to Nedia Enterprises, Inc., within seven days of delivery date, the product will be replaced or refunded.
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